
San Joaquin Valley
Air Pollution Control District

Central Regional Office    1990 E. Gettysburg Avenue    Fresno, California 93726    (559) 230-5900    Fax (559) 230-6061

CONDITIONS CONTINUE ON NEXT PAGE
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT.  This is NOT a PERMIT TO OPERATE.  
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all Rules 
and Regulations of the San Joaquin Valley Unified Air Pollution Control District.  Unless construction has commenced pursuant to Rule 2050, this Authority to 
Construct shall expire and application shall be cancelled two years from the date of issuance.  The applicant is responsible for complying with all laws, 
ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Samir Sheikh, Executive Director / APCO

SIGNED
Brian Clements, Director of Permit Services

AUTHORITY TO CONSTRUCT
PERMIT NO: S-36-120-0             ISSUANCE DATE: 02/20/2020

LEGAL OWNER OR OPERATOR: SAN JOAQUIN REFINING CO
MAILING ADDRESS:                      PO BOX 5576
                                                         BAKERSFIELD, CA 93388     

LOCATION:                                     STANDARD ST AND SHELL ST
                                                         BAKERSFIELD, CA 93308     

  

EQUIPMENT DESCRIPTION:
714,000 GALLON WELDED INTERNAL FLOATING ROOF CRUDE OIL STORAGE TANK WITH MECHANICAL SHOE 
PRIMARY SEAL AND SECONDARY WIPER SEAL 

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR 
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2201] Federally Enforceable 
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application 
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4. 
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. Prior to operating equipment under this Authority to Construct, permittee shall surrender VOC emission reduction 
credits for the following quantity of emissions: 1st quarter - 1,584 lb, 2nd quarter - 1,584 lb, 3rd quarter - 1,585 lb, and 
fourth quarter - 1,585 lb.  These amounts include the applicable offset ratio specified in  Rule 2201 Section 4.8 (as 
amended 2/18/16) for the ERC specified below. [District Rule 2201] Federally Enforceable Through Title V Permit

4. ERC Certificate Number S-4910-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal.  Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of this Authority to Construct. [District Rule 2201] 
Federally Enforceable Through Title V Permit

5. Maximum throughput of tank shall not exceed 17,000 bbl/day. [District Rule 2201] Federally Enforceable Through 
Title V Permit



Conditions for S-36-120-0  (continued) Page 2 of 4

CONDITIONS CONTINUE ON NEXT PAGE

6. This tank shall only store, place, or hold organic liquid with a true vapor pressure (TVP) of less than 0.5 psia under all 
storage conditions. [District Rules 2201 and 4623] Federally Enforceable Through Title V Permit

7. An operator shall conduct a TVP testing of each uncontrolled fixed roof tank at least once every 24 months during 
summer (July - September), and/or whenever there is a change in the source or type of organic liquid stored in each 
tank. In lieu of testing each uncontrolled fixed roof tank, an operator may conduct a TVP testing of a representative 
tank provided the requirements of Sections 6.2.1.1.1 through 6.2.1.1.5 are met. [District Rules 2201 and 4623] 
Federally Enforceable Through Title V Permit

8. The TVP testing shall be conducted at actual storage temperature of the organic liquid in the tank.  The permittee shall 
also conduct an API gravity testing. [District Rules 2201 and 4623] Federally Enforceable Through Title V Permit

9. The API gravity of crude oil or petroleum distillate shall be determined by using ASTM Method D 287 e1 "Standard 
Test Method for API Gravity of Crude Petroleum and Petroleum Products (Hydrometer Method).  Sampling for API 
gravity shall be performed in accordance with ASTM Method D 4057 "Standard Practices for Manual Sampling of 
Petroleum and Petroleum Products." [District Rules 2201 and 4623] Federally Enforceable Through Title V Permit

10. For crude oil with an API gravity of 26 degrees or less, the TVP shall be determined using the latest version of the 
Lawrence Berkeley National Laboratory "test Method for Vapor pressure of Reactive Organic Compounds in Heavy 
Crude Oil Using Gas Chromatograph", as approved by ARB and EPA. [District Rules 2201 and 4623] Federally 
Enforceable Through Title V Permit

11. An operator shall submit the records of TVP and API gravity testing conducted in accordance with the requirements of 
Section 6.2 to the APCO within 45 days after the date of testing. The record shall include the tank identification 
number, PTO number, type of stored organic liquid, TVP and API gravity of the stored organic liquid, test methods 
used, and a copy of the test results. [District Rule 4623] Federally Enforceable Through Title V Permit

12. All openings in the roof used for sampling and gauging, except pressure-vacuum valves which shall be set to within 
10% of the maximum allowable working pressure of the roof, shall provide a projection below the liquid surface to 
prevent belching of liquid and to prevent entrained or formed organic vapor from escaping from the liquid contents of 
the tank and shall be equipped with a cover, seal or lid that shall be in a closed position at all times, with no visible gaps 
and be gas tight, except when the device or appurtenance is in use. [District Rule 2201] Federally Enforceable Through 
Title V Permit

13. Each opening in a non-contact internal floating roof, except for automatic bleeder vents (vacuum breaker vents) and rim 
space vents, shall provide a projection below the liquid surface. [District Rule 2201] Federally Enforceable Through 
Title V Permit

14. Each opening in the internal floating roof except for leg sleeves, automatic bleeder vents, rim space vents, column 
wells, ladder wells, sample wells, and stub drains is to be equipped with a cover or lid which is to be maintained in a 
closed position at all times (i.e., no visible gap) except when the device is in actual use.  The cover or lid shall be 
equipped with a gasket.  Covers on each access hatch and automatic gauge float well shall be bolted except when they 
are in use. [District Rule 2201] Federally Enforceable Through Title V Permit

15. Automatic bleeder vents shall be equipped with a gasket and shall be closed at all times when the roof is floating except 
when the roof is being floated off or is being landed on the roof leg supports. [District Rule 2201] Federally 
Enforceable Through Title V Permit

16. Rim vents shall be equipped with a gasket and are to be set to open only when the internal floating roof is not floating 
or at the manufacturer's recommended setting. [District Rule 2201] Federally Enforceable Through Title V Permit

17. Each penetration of the internal floating roof for the purpose of sampling shall be a sample well.  The well shall have a 
slit fabric cover that covers at least  90% of the opening.  The fabric cover must be impermeable. [District Rule 2201] 
Federally Enforceable Through Title V Permit
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18. Each penetration of the internal floating roof that  allows for passage of a column supporting the fixed  roof shall have a 
flexible fabric sleeve seal or a  gasketed sliding cover. The fabric sleeve must be  impermeable. [District Rule 2201] 
Federally Enforceable Through Title V Permit

19. Solid guidepole sampling or gauging wells, and similar fixed projections  through a floating roof such as an anti-
rotational pipe, shall meet  the following requirements: 1) the well shall provide a projection below the liquid surface, 
2) the well shall be equipped with a pole wiper and a  gasketed cover, seal or lid which shall be in a closed  position at 
all times (i.e., no visible gap) except when  the well is in use, 3) the gap between the pole wiper and the guidepole  shall 
be added to the gaps measured to determine  compliance with the secondary seal requirement, and  in no case shall 
exceed one-half (1/2) inch. [District Rule 2201] Federally Enforceable Through Title V Permit

20. Slotted guidepole sampling or gauging wells shall meet the following  requirements: 1) the well shall provide a 
projection below the liquid  surface,  2) the gap between the pole wiper and the guidepole shall be added to the gaps 
measured to determine  compliance with the secondary seal requirement, and  in no case shall exceed one-eighth (1/8) 
inch. [District Rule 2201] Federally Enforceable Through Title V Permit

21. Operators of floating roof tanks shall submit a tank inspection plan to the  APCO for approval. The plan shall include 
an inventory of the tanks  subject to this rule and a tank inspection schedule. A copy of the  operator's tank safety 
procedures shall be made available to the APCO  upon request. The tank inventory shall include tank's identification  
number, PTO number, maximum tank capacity, dimensions of tank (height  and diameter), organic liquid stored, type of 
primary and secondary seal,  type of floating roof (internal or external floating roof), construction date  of tank, and 
location of tank. Any revision to a previously approved tank  inspection schedule shall be submitted to the APCO for 
approval prior to  conducting an inspection. [District Rule 2201] Federally Enforceable Through Title V Permit

22. For newly constructed, repaired, or rebuilt internal floating roof  tanks, visually inspect the internal floating roof and its  
appurtenant parts, fittings, etc., and measure the gaps of the primary seal and/or secondary seal prior to filling the tank. 
If  there are holes, tears, or other openings in the primary seal, the  secondary seal, or the seal fabric or defects in the 
internal  floating roof or its appurtenant parts, components, fittings, etc.,  the operator shall repair the defects before 
filling the tank. [District Rule 2201] Federally Enforceable Through Title V Permit

23. Visually inspect, through the manholes, roof hatches, or other  openings on the fixed roof, the internal floating roof and 
its  appurtenant parts, fittings, etc., and the primary seal and/or  secondary seal at least once every 12 months after the 
tank is  initially filled with an organic liquid. There should be no visible  organic liquid on the roof, tank walls, or 
anywhere. Other than  the gap criteria specified by this rule, no holes, tears, or other  openings are allowed that would 
permit the escape of  hydrocarbon vapors. Any defects found are violations of this  rule. [District Rule 2201] Federally 
Enforceable Through Title V Permit

24. Actual gap measurements of the primary seal and/or secondary seal shall be conducted at least once every 60 months. 
Other than the gap  criteria specified by this rule, no holes, tears, or other openings  are allowed that would permit the 
escape of hydrocarbon vapors.  Any defects found shall constitute a violation of this rule. [District Rule 2201] Federally 
Enforceable Through Title V Permit
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25. An operator shall submit the reports of the floating roof tank inspections  conducted in accordance with the 
requirements of Section 6.1 of Rule 4623 to the APCO  within five calendar days after the completion of the inspection 
only for  those tanks that failed to meet the applicable requirements of Sections 5.2  through 5.5. The inspection report 
for tanks that have been determined to be  in compliance with the requirements of Sections 5.2 through 5.5 need not be  
submitted to the APCO, but the inspection report shall be kept on-site and  shall be made available upon request by the 
APCO. The inspection report  shall contain all information necessary to demonstrate compliance with the  provisions of 
this rule, including the following:  1) Date of inspection and names and titles of company personnel  doing the 
inspection, 2) tank identification numbers and PTO number, 3) measurements of the gaps between the tank shell and 
primary and  secondary seals, 4) leak-free status of tanks and floating roof deck fittings with records  of leak-free status 
shall include the vapor concentration values  measured in ppmv, 5) data, supported by calculations, demonstrating 
compliance with  the requirements specified in Rule 4623 Sections 5.3, 5.4, 5.5.2.3.3,  5.5.2.4.2, and 5.5.2.4.3, 6) any 
corrective actions or repairs performed on the tank in order  to comply with this rule and the date such actions were 
taken. [District Rule 2201] Federally Enforceable Through Title V Permit

26. Permittee shall maintain the records of the internal floating roof landing activities that are performed pursuant to Rule 
4623, Sections 5.3.1.3 and 5.4.3.  The records shall include information on the true vapor pressure (TVP), API gravity, 
storage temperature, type of organic liquid stored in the tank, the purpose of landing the roof on its legs, the date of roof 
landing, duration the roof was on its legs, the level or height at which the tank roof was set to land on its legs, and the 
lowest liquid level in the tank. [District Rule 2201] Federally Enforceable Through Title V Permit

27. Permittee shall maintain accurate records of each organic liquid stored in the tank, including its storage temperature, 
TVP, and API gravity. [District Rules 2201 and 4623] Federally Enforceable Through Title V Permit

28. Permittee shall maintain accurate records of average daily throughput of tank. [District Rule 2201] Federally 
Enforceable Through Title V Permit

29. All records required to be maintained by this permit shall be maintained for a period of at least five years and shall be 
made readily available for District inspection upon request. [District Rule 4623] Federally Enforceable Through Title V 
Permit


